
Opening The Future
To Security At Sea

Commercial/Yacht - Pilothouse, House sides, Engine rooms, Versatile exterior locations door option

Optional Features

Weathertight Door  |  Model HD 1213Door

Standard Features
Aluminum, Steel or Stainless Steel Frame
Aluminum, Steel or Stainless Steel Panel
Rectangular or port window with various 
size options
Glass varies based on project and class 
requirement
Dead Light Cover varies based on project Dead Light Cover varies based on project 
and class requirements
Individual or quick-acting linkage. Quality 
varies by size. Glass filled nylon, stainless 
steel, bronze, stainless steel roller options

Lock available per request
Stainless steel lever and pull handles
Mitered, 4", 6", 8" corner radiuses available
Neoprene Gasket
Bolt-in or Weld-in installation
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Application

Individual or quick-acting dog weathertight door that can be configured to meet a wide variety 
of class non-fire weathertight application requirements. Very flexible design and material 
combination characteristics per requirement. Good value and an affordable product.



Door
Individual or quick-acting dog weathertight door that can be configured to meet a wide variety of class non-fire weathertight application requirements. Very 
flexible design and material combination characteristics per requirement. Good value and an affordable product.
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Precision Machined & Finished...
To The Highest Yacht Standards

Weathertight Door HD 1213
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