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LIFT OUT, COMPR. SEAL, ALUM.

10. FOR SPECIFIC INFORMATION CONTACT SALES.

9.  COMPLETE ASSEMBLY WEIGHT W/ DECK RING, 34.9LBS/ 15.8K.
8.  DOGGING PRESSURE FULLY ADJUSTABLE.

7.  HANDLE POSITION TOPSIDE INDICATES WHETHER DOGGING
MECHANISM IS IN OPEN OR CLOSED POSITION.

6.  ALUMINUM ALLOY MECHANISM SHOWN.

5.  FLUSH, WATERTIGHT CONSTRUCTION.

4.  INTEGRAL TOPSIDE "T" HANDLE STANDARD, OTHER TOPSIDE
ACTUATION AVAILABLE.

3.  CAST ALUMINUM ALLOY FLANGE, FLANGE CAN BE DRILLED FOR
BOLTED INSTALLATIONS OR WELDED TO ALUMINUM.

2.  QUICK-ACTING, MECHANISM ENGAGES OR DISENGAGES IN
QUARTER-TURN OF CENTER SPINDLE.

1.  23.7 x 14.8 CLEAR OPENING, ALL DIMENSIONS SHOWN
SUBJECT TO CASTING VARIATION AND ARE REFERENCE ONLY.

NOTES:   UNLESS OTHERWISE SPECIFIED.
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