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INTEGRAL YOKE, MILD STEEL DECK RING

8.   THIS DRAWING PROVIDES THE GENERAL CONFIGURATION OF A HATCH. FOR
SPECIFIC INFORMATION CONTACT ADVANCED MARINE TECHNOLOGIES SALES.

7.   DOGGING PRESSURE FULLY ADJUSTABLE.

6.   ALUMINUM ALLOY MECHANISM SHOWN.

5.   FLUSH, WATERTIGHT CONSTRUCTION.

4.   MILD STEEL RING AND FLANGE CAN BE DRILLED FOR BOLTED INSTALLATIONS,
OR WELDED TO STEEL.

3.   CAST ALUMINUM COVER.

2.   QUICK ACTING MECHANISM ENGAGES OR DISENGAGES IN
QUARTER-TURN OF CENTER SPINDLE.

1.   ALL DIMENSIONS SHOWN SUBJECT TO
CASTING VARIATION AND ARE FOR REFERENCE ONLY.

NOTES:  UNLESS OTHERWISE SPECIFIED.
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details shown are correct and properly fit your application, regardless of 
any differences between this drawing and any contract specifications.  
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contact your Freeman Marine sales engineer for clarification.
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19 1 0011-2006 HUB, 4 HOLE - SHORT ALUMINUM, 535.2
18 1 0031-2001 BUSHING ASSY, STD HATCH, W/SLEEVE REF. S/A - B.O.M.
17 1 0031-2107 SPINDLE, INTERLOCKING, FLUSH TO 1/4 TEAK STAINLESS STEEL, 316L
16 1 0112-2001 ACTUATOR, AL ALUMINUM, 535
15 4 0211-2007 DOG, LOCKING ARM ALUMINUM, 535.2-F
14 1 0411-2004 PIN, KNURLED, 1/4 X 2-1/4, 316 S/S STAINLESS STEEL, 316L
13 4 0411-2032 LOCKNUT, NYLON INSERT, 3/8-16, 316 S/S STAINLESS STEEL, 316
12 4 0411-2033 WASHER, .406 X 1.25  X .125, 316 S/S STAINLESS STEEL, 316
11 4 0413-2005 WASHER, .406 X 1.250 X .062 NYLON NYLON
10 1 0413-2049 WASHER, SHIM CAST HATCH BI-SQ ACETAL, BLACK
9 1 0441-2045 O-RING, 27MM X 4MM BUNA-N
8 1 0441-2341 CUP, INTERLOCKING SPINDLE, FLUSH TO 1/4 ACETRON GP, BLACK
7 1 0461-2077 HINGE ASSY,YOKE,CAST HATCH,W/HOLD OPEN REF S/A B.O.M.

6 2 0462-2405 BOSS,MOUNT,YOKE HINGE,CAST HATCH (0611-9531) 6061-T6511 ALUMINUM

5 2 0462-2524 BOSS,MOUNT,YOKE HINGE,CAST HATCH (0613-9513) 316L STAINLESS STEEL

4 1 0462-2628 FLANGE, YOKE HINGE,1926  CAST HATCH,L,MS (0715-2011) MILD STEEL

3 1 2435-1003 RING:  1926K MILD STEEL
2 1 2492-3041 COVER:  1926 ALUM, FINISHED CASTING ALUMINUM, A356.0-F
1 1 9885-2012 GASKET NEOPRENE, 25 DURO
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8.   THIS DRAWING PROVIDES THE GENERAL CONFIGURATION OF A HATCH. FOR
SPECIFIC INFORMATION CONTACT ADVANCED MARINE TECHNOLOGIES SALES.

7.   DOGGING PRESSURE FULLY ADJUSTABLE.

6.   ALUMINUM ALLOY MECHANISM SHOWN.

5.   FLUSH, WATERTIGHT CONSTRUCTION.

4.   MILD STEEL RING AND FLANGE CAN BE DRILLED FOR BOLTED INSTALLATIONS,
OR WELDED TO STEEL.

3.   CAST ALUMINUM COVER.

2.   QUICK ACTING MECHANISM ENGAGES OR DISENGAGES IN
QUARTER-TURN OF CENTER SPINDLE.

1.   ALL DIMENSIONS SHOWN SUBJECT TO
CASTING VARIATION AND ARE FOR REFERENCE ONLY.

NOTES:  UNLESS OTHERWISE SPECIFIED.
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INTEGRAL YOKE, MILD STEEL DECK RING
3.  FINISH:  125 RMS MAX.

2.  BREAK SHARP EDGES AND DEBURR.

1.  MATERIAL:   REF. S/A - B.O.M.

NOTES:  UNLESS OTHERWISE SPECIFIED.
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